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Overview 
HHD-G14M  2U 14 slots Rack Chassis is specially designed for accommodating up to 14 pieces 10/100M, 
10/100/1000M Standalone Media Converters.The chassis employs a 220 VAC Switch Mode Power 
Supply(SMPS) design, which reduces the possibility of a single module failure causing a shutdown or a 
major failure of other modules within the chassis.The high reliability and stability ensures that if one 
module shuts down, the operation of the other modules remains unimpaired.One or two air-cooling fans are 
installed inside to further strengthen the superior performance of the system and eliminate the necessity for 
periodic maintenance.Status information can be read through the LED indicators on the installed modules. 
All of the modules installed in the chassis are hotswappable, which makes it unnecessary to power-down the 
chassis when replacing modules. 
Features 
▪Metal case,Satndard 19 inch,2U height 
▪Max support 14 pieces 10/100M,  10/100/1000M Standalone Media Converters 

▪Redundant AC 220V power supply,enabling the system can work uninterruptibly 
▪Supporting simultaneous operation of several module type media converters at different rates, which 
greatly improves system adaptability 
▪Each card supports hot swapping 
▪Applicatory media converter types: 10/100M or  10/100/1000M Standalone Media Converter 
Specification 

Parameters Specification 

Model HHD-G14M 

Rack 19 inch 2U height 

Power Supply Redundant 90-265VAC/-48VDC power supply 

Fan Built-in redundant fan for cooling 

Slots 
14 slots for 10/100M or 10/100/1000M Standalone Media 

Converter  

Hot 

swappable 
Avaliable for power card and media converter module 

Environmental  

Working Temperature：0~50°C 

Storage Temperature：-20~70°C 

Working humidity：10%～90%non-condensing 

Storage humidity：5%～90% non-condensing 

Dimensions  485x245x90mm(LxWxH) 

Weight  6.2Kg 


